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“Casablanca Bracelet” 
Pattern by Laura Cole 

 

Material List: 

 28-34 Kheops par Puca beads 
 20-24 brick beads 
 40-48 size 3mm bicones 
 28-34 size 4mm bicones 
 Approx 2 grams of size 15 seed beads 
 Approx 3 grams of size 11 seed beads – Color A 
 Approx 2 grams of size 11 seed beads – Color B 
 3 strand clasp 

 
You’ll also need Fireline, beading needle, mat, scissors, measuring tape 

  

 

Sewing a Component 

1. On one yard of fireline, pick up a 3mm and 15 
four times. Slide down until you have a 5” tail (just 
enough to weave in later), sew through the 
beads again, and then tie them in a circle. Sew 
through the first 3mm. 
 

 

2. Pick up an 11A, brick, 11A, triangle (bottom hole), 
three 15s, 11A and three 15s. Slide the new beads 
down to your work. 
 

 

3. Sew through the other top hole of the triangle. 
Pick up an 11A and sew through the other hole 
of the brick. Pick up an 11A and sew through the 
3mm you were exiting at the beginning of Step 2. 
 

 

4. Pass through the next 15 and 3mm in your original 
circle.  
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5. Repeat Steps 2-4 three times to add a total of 
four spokes. Sew through the first 11A added. 
 

 

6. Pick up a 3mm and sew through the next 11A 
towards the center of your piece. Continue to 
sew through the next 3mm and 11A. 
 

 

7. Repeat Step 6 three times to add a total of four 
3mm beads. Then sew through the next brick and 
11A. 
 

 

8. Pick up two 11Bs, 4mm and two 11Bs. Sew into 
the 11A, brick, 11A of the next spoke with your 
needle pointing towards the center of your 
piece. 
 

 

9. Continue to sew through the next 3mm, 11A, 
brick, 11A. You will now be exiting the 11A just 
below the triangle in your next spoke. Repeat 
step 8. Continue this step two more times to add 
a connector between each your spokes as 
shown below. 
 

 

10. Sew through your beadwork until you are exiting 
the three 15s just past the 11A at the top of one 
of the spokes. 
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11. Pick up two 15s and sew into the next two 11Bs. 
 

 

12. Pick up two 15s, an 11A and two 15s. Sew 
through the next two 11Bs. 
 

 

13. Pick up two 15s and sew through the next three 
15s, 11A and three 15s. 
 

 

14. Repeat steps 11, 12 & 13 a total of three more 
times to embellish the entire perimeter of your 
component. 
 

 

Your first component is completed. You can leave 
the remaining working tail intact to use for your clasp 
later. Repeat the previous steps to create a second 
component.  

On the second component you will use the working 
thread to create a connector between the first and 
second component as described in the following 
steps. Your working thread should be exiting a 15 just 
before the 11A that is at the top of one of your 
triangles. 

Sewing a Connector 

15. Pick up an 11B, 4mm, 11B and sew into the 15s of 
the previous component as shown. 
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16. Continue to sew down through the beads until 
you are exiting the 11A at the center of the next 
(middle) point. 
 

 

17. Pick up one 11A and sew up the 11A at the 
center of the next component. Pick up one 11A 
and sew down through the 11A you were exiting 
at the beginning of this step to form a circle. 
 

 

18. Pick up one 15 and sew through the next 11A in 
the circle you stitched in the previous step. 
Repeat 3 times to add a total of four 15s. 
 

 

19. Continue to sew through the beads until you are 
exiting the 15 just prior to the 11A at the next 
point. 
 

 

20. Pick up an 11B, 4mm, 11B and sew into the first 
three 15s of the next component as shown. 
 

 

21. Pick up an 11A and a triangle (top hole, so that 
the bottom of the triangle will face the center of 
your connector) and sew through the 15, 11A, 15 
of the center of the connector as shown. 
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22. Sew through the other hole of the triangle, pick 
up an 11A and sew into the last three 15s on that 
point and the next 11B. 
 

 

23. Pick up two 15s, one 11A and two 15s. Skip the 
crystal and sew into the next 11B.  
 

 

24. Continue to sew through your beadwork until you 
are exiting the 15, 11A, 15 at the center of your 
connector on the other side as shown. 
 

 

25. Pick up a triangle (bottom hole, left side) and an 
11A and sew into the last three 15s on that point 
and the next 11B.  
 

 

26. Pick up two 15s, one 11A and two 15s. Skip the 
crystal and sew into the next 11B and three 15s.  
 

 

27. Pick up an 11A and sew into the other hole of the 
triangle and through the 15, 11A, 15 at the center 
of the connector. 
 

 

You have completed the connector between the first 
two components. Weave in and end that thread. 

Continue to make components and connect them 
until you have the desired length of your bracelet. We 
used 5 components in our sample bracelets and the 
completed size with a clasp was approximately 6.75-
7 inches. 

Attaching the Clasp 

A 3-strand clasp works well on this bracelet because 
of the 3 points at the end, however each clasp is 
going to attach slightly different depending on the 
positioning of the loops.  

Line up the loops of the clasp with your beadwork 
and sew loops of seed beads. We used our 15s in our 
samples, however you could also use either one of 
your 11s if you prefer. An odd number of seed beads 
with one “shared” bead in the center will make sure 
your clasp lays flat. 

 


